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KSA1003 n Extension Arm 
– maximum of 3 arms 
– weight capacity is reduced to 30 lbs (13 .6 kg)

KSA1009 n Height-Adjustable Arm  
                     Security kit
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KWT110 extended KWT110 collapsed

WORKSTATION MONITOR MOuNTS
KWT110   all-in-one workstation

Extrusion Depth 0.6" (15 mm)

Extrusion length 36" (914 mm)

Tilt (Monitor) ±15°

Tilt (keyboard) 5° and 90°

Weight Capacity 5 - 25 lbs (2.3 - 11.4 kg) 
(Monitor,  10 lbs (4.5 kg)  
keyboard, CPU) 40 lbs (18.1 kg) 

CPU Depth & 0-7.5" (0 - 191 mm) 
Height Range 9.75-18" (248 - 457 mm)

Colors Black

ABOuT KWT110 
•	 Swing arms can be installed anywhere along extrusion

•	 includes all required hardware

•	 installs vertically on one wood or metal stud, and horizontally spanning 
multiple studs

•	 Ships with both left and right mouse trays fully-assembled and mouse 
pouch for storage

•	 keyboard can flip up for low-profile storage

CEnTris® TECHnoLogY 
patented feature 
provides smooth fingertip tilt in all directions 
using the screen’s center of gravity . screen 
angle stays set until you decide to readjust .

inDEpEnDEnT posiTioning 
monitor swing arm, keyboard swing arm, 
cpu adapter and wall extrusion move 
independently to preferred position . 

MULTipLE insTALLATion opTions  
can be installed vertically on drywall, wood 
or metal studs, or horizontally across multiple 
wood or metal studs .

ADVAnCED DispLAY MoUnTing 
teardrop hole pattern makes mounting the 
screen quick and easy .
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RECOMMEnDED ACCESSORiES

For a complete list of monitor mount accessories see page 121.

inSTAllATiOn OPTiOnS

KSA1024 n  Centris Quick-Connect  
interface




