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Capacity
Total 3.4 cu. ft.

General Features & Properties
Side-Swing Door

3.4 cu. ft. Capacity

Air Dry Cycle

Interior Lint Screen

Timed Dry

Adjustable Feet

Optional Casters

Electrical Details
Hz 60

Amps 15

Volts 120

Technical Details
Drum Material Powder Coat

Fuel Type Electric

Door Style Side Swing

Reversible Door Yes

Number of Dryer Cycles 3

Selection of Drying Cycles

Air Dry
Permanent 
Press
Timed Dry

Dimensions

Product Dimensions 
(H x W x D)

31" x 
23-7/8" x 
21-7/8"

Depth with Door Open 90° 36"

Maximum Vent Length 36'

Venting Direction Rear Only

Ventless No

Reference Material
Dimension Guide

Use & Care Guide 

Energy Guide

Warranty

White 
LDR3822PQ

3.4 cu. ft. Compact Top Load Dryer
LDR3822P

Key Features & Benefits

Flexible Installation
With its compact size and standard 120V 
electrical connection, this dryer helps you 
fit laundry in more places. Optional wall and 
floor mounts provide even more space-saving 
possibilities.

AccuDry™ Sensor Drying Technology
Two built-in sensors measure moisture and 
temperature levels to help prevent overdrying 
and automatically stop the cycle when the 
load is dry.

End-of-Cycle Signal
You'll always know when your drying cycle is 
finished, thanks to the end-of-cycle signal. 
This helpful tone reminds you when it's time to 
get clean clothes from the dryer.

http://access.whirlpool.com/mr/getMediaType.do?mediaType=Dimension%20Guide&sku=LDR3822PQ&language=EN
https://www.whirlpool.com//content/dam/global/documents/201904/owners-manaul-w11263363-reva.pdf
https://www.whirlpool.com/content/dam/global/documents/201911/energuide-w11283643.pdf
http://access.whirlpool.com/mr/getMediaType.do?mediaType=Warranty&sku=LDR3822PQ&language=EN

