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Bathroom, Kitchen, or Spa—Séura Indoor Waterproof TVs are designed to perform 
wherever you want them.

Hydra™ Indoor Waterproof TVs

WATERPROOF EASY TO CLEAN FLEXIBLE AUDIO SOLUTIONS

Séura Hydra is engineered for wet 

environments. Whether you place 

your TV in a shower or next to the 

bathtub you can enjoy a safe, fog-

free viewing experience.

Safely clean the face of the TV. 

Whether it’s tomato sauce in the 

kitchen or soap suds in the shower, 

Hydra can be cleaned as easy as any 

other appliance.

The Indoor Waterproof TV is 

outfitted with audio out options 

for professional distributed audio 

solutions like architectural ceiling 

speakers. Speakers not included.
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DISPLAY SIZES PROTECTIVE GLASSIDEAL SPACES

19 inch
27 inch

Tempered safety glassBathrooms
Kitchens
Wet Bars

FINISH OPTIONS

Stainless Steel
Brushed Gold
Polished Chrome

Black Onyx
Pearl White



19 AND 27 INCH CONNECTIONS

1230 Ontario Road  Green Bay, Wisconsin 54311
1-800-957-3872  contacts@seura.com
www.seura.com

19 INCH TV
Model: IWT-19, Version: 6

27 INCH TV
Model: IWT-27, Version: 6
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L PROTECTIVE GLASS Tempered safety glass

OPERATING TEMPERATURE RANGE 41°F to 122°F

OPERATING HUMIDITY RANGE 0–100% RH, non-condensing
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VIEWABLE SCREEN SIZE 15.9" w x 9.8" h 23.4" w x 13.1" h

DISPLAY TYPE LED Backlit TN/TFT LCD

DISPLAY RESOLUTION 1440 x 900 1920 x 1080

ASPECT RATIO 16:10 16:9

CONTRAST RATIO 3000:1 3000:1

REFRESH RATE 60Hz 60Hz

VIEWING ANGLE 178° Horiz/Vert 178° Horiz/Vert

RESPONSE TIME 5ms 5ms

TUNER ATSC/NTSC ATSC/NTSC
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HDMI 2 x HDMI 2.0 HDCP 2.2 2 x HDMI 2.0 HDCP 2.2

COMPONENT YPBPR 1 (dongle included)† 1 (dongle included)†

COMPOSITE (AV) 1 (dongle included)† 1 (dongle included)†

VGA 1 1

S-VIDEO 1 1

RF COAXIAL ANTENNA 1 1

USB 1 Firmware & 5V Only 1 Firmware & 5V Only

RS-232 1 x 2.5mm connector (dongle included)† 1 x 2.5mm connector (dongle included)†

IR 1 Input (Mono), 4 Output (Mono) 1 Input (Mono), 4 Output (Mono)
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PC AUDIO IN 1 1

LINE OUT 2 (1 powered, 1 unpowered*) 2 (1 powered, 1 unpowered*)

PHOENIX TYPE SPEAKER OUTPUT 2 x 5W @ 8Ω/channel 2 x 5W @ 8Ω/channel

INTERNAL SPEAKERS None None
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N PRODUCT DIMENSIONS 19" w x 13 1/4" h x 3 3/16" d 28" w x 17 3/4" h x 3" d

ROUGH OPENING SIZE 18 1/2" w x 12 7/8" h 27 1/8" w x 16 7/8" h

COMPATIBLE BACK BOX AND POWER CABLE BB-19 with 50' Low-Voltage Power Cable BB-27 with 50' Low-Voltage Power Cable
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CERTIFICATIONS AND COMPLIANCE FCC, CEC, UL and cUL listed, 

WARRANTY Séura's labor for three (3) years; glass, structure, frame, and assembly for three (3) years; TV including remote and 
power supply for two (2) years

REMOTE Séura IR Remote Control

POWER CONSUMPTION, DISPLAY DC 19V 40W / .33A DC 19V 50W / .42A

COMPATIBLE BACK BOX AND POWER CABLE BB-19 BB-27

Publish date: May 4, 2022. Information is subject to change without notice. 
© 2022 Séura
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*The unpowered audio variable line out will cut audio from the speaker output.
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* The unpowered audio variable line out will cut audio from the speaker output.
† Mini jack connection on TV, product includes adapter cables

Back box and power cable sold separately. Back box and cable are required for all Hydra Indoor Waterproof TVs.


