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Keep this document handy for easy reference.

 ● For detailed information on the features of your oven, see your ‘User guide’.
 ● Before using your oven, make sure you read the full ‘User guide’, with special attention to the ‘Safety and warnings’ section.
 ● For contact information or if you require service, assistance or replacement parts, see the end of this document or your 

‘Service & warranty’ booklet.
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1 Control panel
2 Oven vent louvres
3 Oven light
4 Telescopic sliding shelf (x3)
5 Side rack
6 Oven door and handle
7 Oven seal

 Accessories:
8 Meat probe
9 Broil rack
!0 Grid
!1 Broil pan
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Upper oven/
Left Hand display 

Upper oven shown

Upper oven 
Temperature 
shuttle knob 

Lower oven 
Temperature 
shuttle knob 

Upper oven 
function knob 

Lower oven 
function knob 

Lower oven/
Right Hand display

Function halo Function haloTemperature halo Temperature halo

Upper oven display
 ● Shows the selected oven 

function for the upper oven
 ● Shows the current 

temperature and the set 
temperature of the upper 
oven as it heats up

Lower oven display
 ● Shows the selected oven 

function for the lower oven
 ● Shows the current temperature 

and the set temperature of the 
lower oven as it heats up

Timer
If a timer is set:
Displays the remaining 
time counting down as 
the oven heats up

Accept/Lock button
Locking the control panel

 ● To lock, press and hold 
ACCEPT for 1 sec. LOCKED 
will display in the Oven 
function display.

 ● To unlock, press and hold 
ACCEPT for 5 secs. LOCKED 
will disappear from the 
Oven function display.

Clock
If set:
Shows the current time of day

Meat probe (shows in either display) 
(see ‘Using the meat probe’ in 
User guide)

If a meat probe is in use (either oven): 
Shows the current temperature and 
the set temperature of the probe. 

Automatic cooking 
(see ‘Automatic cooking’ in User guide)

If Automatic cooking is set:
Shows the time until the cooking 
starts and the time until the 
cooking ends.

Timer 
button

Setting 
selection 
buttons

Menu 
button

Cancel
button

You set the clock within the user preference menu. To learn more about the user preference menu, refer to your User Guide.
Note: When you first switch your oven on at the wall you will initially be prompted to set the time. If you do not wish to set the time 
at this stage, press CANCEL to exit the clock setting. If you want to set the clock later, follow the steps under ‘To change the time’.

To change the clock settings
In the user preference menu you can also change between 12H and 24H. 
Refer to your User guide to learn more about this feature.

When the oven is first switched on at the wall

To change the time (within the user preference menu)

4 Press ACCEPT to confirm. 
The time is now set and will 
show in the display.

4 Press ACCEPT to confirm. 
The time is now set and will 
show in the display.

1 Press and hold MENU for a 
few seconds to enter the user 
preference menu.

It is important to condition both ovens before using it for cooking and baking. Conditioning will burn off any manufacturing residues 
and ensure that you get the best results right from the start. 
You can condition both ovens at the same time. Use the appropriate oven knobs.

1 Make sure you have removed any packaging and any cable ties used to secure the shelving during transit.
2 Make sure you have set the clock.
3 Make sure all the shelves are fitted.

4 Rotate the upper oven function knob clockwise
to select BAKE function. 

 ● The halo will glow orange.
 ● Each function has a preset temperature. 

The oven will start heating at the BAKE 
preset temperature of 350 F.

Using the temperature shuttle knob:
 ● Rotate the temperature knob to the right to increase the temperature.

 ● Release the knob and it automatically returns to the OFF position. 
 ● Rotate the temperature knob to the left to decrease the temperature. 

 ● Release the knob and it automatically returns to the OFF position. 
 ● Holding the knob to the right or the left will speed up the increments 

that the temperature increases or decreases by.

IMPORTANT!
The knob only rotates a certain amount in either direction. 
Do not force the knob to rotate further.

5 Rotate the upper oven temperature shuttle knob clockwise to increase the temperature to 400oF for 30 minutes. 
 ● The halo will glow white, while the oven is heating up.
 ● The oven display will show the actual and set temperatures.
 ● When the oven has reached set temperature, the display reverts to that temperature, a tone will sound and the halo will turn orange.

SET TIME 24h 

31 :45SET TIME

SET TIME 00 :00 SET TIME

31 : 1 5

SET TIME

31 : 1 5
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14 : 1 5

+ -OFF

Actual 
Temp

Set 
Temp

14 : 1 5
BAKE

400f115
BAKE
400f

13:45

13:45 14:45

1 The display will flash 24h

2 Press PLUS or MINUS to scroll 
between 24H and 12H. 
Press ACCEPT to confirm.

3 The display will flash either 0:00 
 (if 12H set) or 00:00 (if 24H set). 

Press PLUS or MINUS to adjust the time.

2 Press PLUS to select SET TIME. 
The current set time will flash.

3 Press PLUS or MINUS to adjust 
the time.

Wall oven
US CA

QUICK START GUIDE

YOUR MODEL

THE CONTROL PANEL

SETTING THE CLOCK

CONDITION THE OVEN
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For detailed information on the
features of your oven

For warranty information

If you…
 ● have any questions or comments
 ● need a Fisher & Paykel authorized 

technician to service your product
 ● need replacement parts or accessories
 ● want to register your product

see your ‘User guide’

see your ‘Service and warranty’ booklet

see your ‘Service and warranty’ booklet or contact us

USA toll-free, 24/7   1 888 936 7872    
CA toll-free, 24/7   1 888 936 7872   

www.fisherpaykel.com 

Placing the telescopic sliding shelves on the side racks provides EIGHT cooking 
positions to choose from. Refer to the User guide for suggested shelf positions.

Note: generally, the shelf positions in the top of the oven are suitable for broiling. 
Those in the middle or lower region of the oven are suitable for baking, roasting and casseroles. 

 ● Always position oven shelves BEFORE heating the oven.
 ● To remove a sliding shelf, grip it by its two front corners (making sure you are gripping the wire shelf 

and the sliding frame together), tilt upwards and pull it out of the oven.
 ● To place a sliding shelf in the oven correctly, position it so that the front bar is toward you, as shown.
 ● Check that the sliding frame is not extended.
 ● Check the guard rail (as shown) to make sure the shelf is the right way up. 
 ● Position the shelf so that it is level and the rear shelf tags on both sides of the sliding frame rest on the 

side racks (as shown).
 ● Then push the sliding shelf all the way to the back of the oven, until the front shelf tags drop into place.
 ● For your safety, the wire shelves and telescopic sliding frames are built together as one unit and are not 

separable. This means that when placed properly on the side racks, the slides will prevent the wire shelves 
from tilting when pulled towards you. 

 ● To prevent the tags from lifting off the side racks, take care to slide the shelves forward horizontally.

Shelf positions

1
2
3
4
5
6
7
8

Side rackSide rack

Mounting 
slots

Retaining wire

Lock 
stud

Wire shelf

Front barSliding frame
(push fully into place)

Shelf tag

Guard rail

 ● You can use the timer at any time, even if you are not using the oven.
 ● The timer is set independently of the two ovens. Only one timer can be set at a time.
 ● If the time is more than an hour, the display will count down in minutes ( h :m ). If it is less than an hour, it will count down in seconds 

( m :s ).
 ● You can set the timer for up to 23 hours 59 minutes.

IMPORTANT!
The timer does NOT turn the oven off.

To set the timer

6 Press TIMER. 0h 00m will flash in the 
display to indicate the timer is ready 
to be set.

To modify the timer setting

Adjusting the timer setting is the same process as setting a new timer.
1 Press TIMER. The previous timer setting will flash in the display.
2 Press PLUS or MINUS to modify the length of the timer. 
2 Press ACCEPT to confirm. The timer is now set and will begin counting down.

To cancel the timer setting

1 Press TIMER. 
2 Press and hold CANCEL to clear the timer setting.

When the set time is up

1 The timer will show 00m. A tone will sound.
2 Press ACCEPT or CANCEL to stop the tone sounding. 

6 Press PLUS or MINUS to adjust the 
length of the timer.

 ● Holding the buttons down will speed 
up the time adjustments.

6 Press ACCEPT to confirm. The timer is 
now set and will begin counting down.

 ● The display will revert automatically 
to the home screen, with the Timer 
setting in the top left screen.

TIMER

1 3 : 1 5

0h 00m TIMER

1 3 : 1 5

0h 30m

1 3 : 1 5

TIMER 2h 45m

 ● There will be a distinctive smell and a small amount of smoke during the conditioning of the oven.  
This is normal, but make sure the kitchen is well ventilated during the conditioning.  

 ● Once cooled, wipe out the oven with a damp cloth and mild detergent, and dry thoroughly.

6 After 30 minutes is up, select the 
CONV BROIL function.

 ● The oven heats at the CONV BROIL 
preset temperature of 350f.

7 Set the temperature to 400oF for 
5 minutes. 

 ● The halos will remain orange.
 ● The temperature display may show 

the actual and set temperatures.

8 After 5 minutes is up, turn 
the upper oven function knob 
counter clockwise back to OFF.

 ● both halos will go out.

350f
CONV BROIL

400f355
CONV BROIL

USING THE TIMER

FOR MORE INFORMATION

REPOSITIONING THE SHELVES (EITHER OVEN)

CONDITION THE OVEN (CONTINUED)



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (Apple RGB)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Impact
    /LucidaConsole
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 72
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 72
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages true
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 150
  /MonoImageDepth 4
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputConditionIdentifier (CGATS TR 001)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (U.S. Web Coated \(SWOP\) v2)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 841.890]
>> setpagedevice


