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ODA330B
WEIGHT CAPACITY:

400 LBS

OLCM1U, OXCM1U, 
OLCM2X1U, OXCB1U
WEIGHT CAPACITY:
250 LBS PER DISPLAY

OLCB1U, OLCB2X1U
WEIGHT CAPACITY:
125 PER DISPLAY
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CLEARANCE

CROSS BOLTS

MAX FORCE = 
MDM

ML  X 12 

* SEE INSTRUCTION MANUAL 
** ONE INCH INCREMENTS

(INSTALL DROP LENGTH)

MODEL 
NUMBER

APPROXIMATE 
WEIGHT       

(LBS)

WEIGHT 
CAPACITY 

(LBS)

ACTUAL 
LENGTH 

(IN)
MOMENT LENGTH (IN) 

(ML)**
MAX DESIGN 

MOMENT (FT-LBS) 
(MDM)*

COMPATIBLE 
WITH

ODAC0203B 9 300 29.75 23 (MIN) - 36 (MAX) 2,000 CEILING

ODAC0304B 12 300 41.75 33 (MIN) - 48 (MAX) 2,000 CEILING

ODAC0405B 16 300 53.75 45 (MIN) - 60 (MAX) 2,000 CEILING

ODAC0506B 19 300 65.75 57 (MIN) - 72 (MAX) 2,000 CEILING & 
PEDESTAL

ODAC0708B 26 300 88.25 81 (MIN) - 96 (MAX) 2,000 PEDESTAL
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