
7-EN

Accessories

Check accessory parts.

AV Connector 1 Aux Out Power Connector

RUE-4159 Universal 
Remote Control

SHS-N106 Single 
Source Fold -Flat 
Wireless Headphone

Installation Bracket*1

X 2

Trim Ring Screws (for 
Installation Bracket)

Screws (for Trim Ring)

X 4 X 5

AAA Battery FM Switching Box

Sold Separately

Quick Start Guide, 
Installation Manual, 
Registration Card

X 6

TMX-R3300DVD Overhead 
Monitor

Wireless Transmitter Wire

 

Top 
interchangeable 
cover

Right side 
interchangeable 
cover

Left side 
interchangeable 
cover

Rear 
interchangeable 
cover

X 3 X 3 X 3 X 3

(Black, Gray and Tan colored covers)

Specifications
Video Display System NTSC/PAL Compatibility

DISPLAY SCREEN

Size  10.1" 
Width 221mm (8.70”)
Height 132mm (5.20”)
Aspect Ratio  16:9
Type Transparent type TN  

  Liquid Crystal Display
System TFT-LCD, Active Matrix
Number of Elements 1024(W) x 600(H) x 3 

   1.84M Pixels (WSVGA)
Effective Number of  99.9% or more
Elements
Back Light LED   

 

GENERAL

Operating Voltage 10 – 16 V DC  
  (Typical: 12V) 

Power Consumption 2.35A (MAX)
   1.60A (TYP)
   140mA (Stand by)
Video Input   1.0V p-p  75ohm
Audio Input   2.0V rms (max)
IR Transmitter CH A: 2.3MHz / 2.8MHz
   CH B: 3.2 MHz / 3.8MHz
FM Modulator 88.1MHz - 92.1MHz
   PLL Frequency 

  Synthesizer
Operating Temperature -4 ˚F to +158 ˚F  (-20 ˚C  

  to + 70 ˚C)

MONITOR

Width 290 mm (11.42”)
Depth 290 mm (11.42”)
Height (LCD Panel Closed) 45 mm (1.7”)
Height (LCD Panel Open) 204.2 mm (8.04")
Weight 2.270 Kg (5.0lbs)

Note
  For more detailed information or instructions 

about how to use the PKG-RSE3DVD, please 

visit Alpine's web site to download the complete 

Owner's Manual.


