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WALL CAPS
AND DUCTING KIT

Model 639
• 24 GA CRCQ Steel, baked

black enamel finish
• Spring-loaded backdraft

damper and bird screen
• For 3 1/4"  x 10"

(82.6 mm x 254 mm) duct

Model 641
• .025 Aluminum -

natural finish
• Spring-loaded backdraft

damper and bird screen
• For 6" (152.4 mm)

round duct

Model 647
• Same features as 641
• For 7" (177.8 mm)

round duct

Model 613
• High capacity
• Built-in backdraft damper

and bird screen
• .025 Aluminum -

natural finish
• For 12"

(304.8 mm)
round duct

Model 643
• .025 Aluminum -

natural finish
• Built-in backdraft damper
• For 8" (203.2 mm) round duct
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Model 450 Flexible Wall Ducting Kit
• Includes 5 ft. (1.5 m) of 4" (101.6 mm) flexible ducting, 4"

(101.6 mm) diameter metal duct connector, 2 duct clamps,
3" (76.2 mm) to 4" (101.6 mm) duct transition and a
polymeric louvered wall vent

8 1/2"
(215.9 mm) 15"

(381 mm)

14 1/2"
(368.3 mm)

8"
(203.2 mm)

12"
(304.8 mm)

15"
(381 mm)

6"
(152.4 mm)
SQUARE

11"
(279.4 mm)

4"
(101.6 mm)

Model 441
• Gravity dampers
• Collar with bird screen for

attaching 10" (254 mm)
round duct

• 24 GA CRCQ steel
construction with
aluminum louvers
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