
Model Placement Type Size Cutout Dimensions
Finished Dimensions 

(Size with Grille)

ESS-1500T-IC-4 In-Ceiling Standard 4" 6.2" 7.5"

ESS-1500T-IC-6 In-Ceiling Standard 6" 8.3" 9.6"

ESS-1500T-IC-8 In-Ceiling Standard 8" 9.7" 11.0"

ESS-1500T-ICDVC-6 In-Ceiling DVC 6" 8.3" 9.6"

ESS-1500T-ICDVC-8 In-Ceiling DVC 8" 9.7" 11.0"

ESS-1500T-ICSURR-6 In-Ceiling Surround 6" 8.3" 9.6"

ESS-1500T-ICSURR-8 In-Ceiling Surround 8" 9.7" 11.0"

ESS-1500T-IW-6 In-Wall Standard 6" 11.7" x 7.6" 13.0" x 8.9"

ESS-1500T-IW-8 In-Wall Standard 8" 13.7" x 9.0" 15.0" x 10.3"

ESS-1500T-IWDVC-6 In-Wall DVC 6" 11.7" x 7.6" 13.0" x 8.9"

ESS-1500T-IWLCR-6 In-Wall LCR 6" 14.4" x 7.6" 15.7" x 8.9"

ESS-1500T-IWSURR-6 In-Wall Surround 6" 11.7" x 7.6" 13.0" x 8.9"

ESS-1500T-POINT-6 In-Ceiling Point 6" 9.7" 11.0"
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• Vacuum-Deposited Titanium Polypropylene Woofer – Forward-set for wide dispersion and punchy bass.

• Vacuum-Deposited Titanium Adjustable Silk Dome Tweeter – Direct sound where you want to create immersive experiences.

• Ribbed Surround – Ensures linear cone movement for tighter bass and less distortion.

• Multiple Grille Options  – Magnetic, one-step paintable grille keeps the speaker out of sight, available in a variety of design 

options to fit your installation needs.

Take music and movies to the next level with the Episode Signature 1500 Series. Titanium 

components mean lighter, more rigid support that improves dynamics across the board.

Please contact your custom integrator for speaker availability.* In-Wall DVC and In-Wall Surround tweeters are not adjustable


