
MORE DETAILS NOTE *IEC:International Electrotechnical Commission

NOTE ?Specifications are subject to change without notice.All numbers given here are approximate.

TRADEMARK NOTICE N/A

HEADPHONE Operating time N/A

Playback Time with Battery N/A

Charging Time (25°/ 77F) N/A

Microphone for headset N/A

Driver Unit (diameter in mm) 30 mm

Magnet Type (Nd:Neodymium / Fe:Ferrite) Neodymium

Impedance (Ohm) / 1 kHz 26 ±15%?

Impedance (Ohm) / 500 Hz N/A

Sensitivity (dB / mW) 103 dB/mW?at 500 kHz)

Max. Input (mW) 1000 mW (IEC*)

Frequency Response (Hz - kHz) 10 Hz - 23 kHz

Cord Length (m / ft.) 1.2 m (3.9 ft)

Weight (g) without cord and battery N/A

Weight (g/oz) without cord 138g (4.9 oz) net, 113 g (4.7 oz) without cord

Weight (g) without cord N/A

In-Cord Volume N/A

MiniPlug (3.5mm in diam.) yes

Air Plug Adaptor N/A

Plug Adaptor (6.3mm in diam.) N/A

Plug (Ni:Nickel / G:Gold) Nickel

Lightweight On-Ear Headphones with Mic + Controller - Black - RP-HF100M-K RP-HF100M-
K



In-line microphone N/A

Control/ Mic yes

Supplied Item N/A

Color N/A

ADVANCED FUNCTION

Supported profiles N/A

Codec N/A

Operating distance N/A

NFC (One-touch Connection) N/A

Active Noise canceling N/A

Water Proof / Water Resistant N/A

Bluetooth® Wireless Technology

Bluetooth®(*1) Wireless Technology [ Version ] N/A
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